














/—LW ITS OF CONSTRUCTION

LIMITS OF CONSTRUCTION \ LA R/W LINE \

ny
2' MIN.

TYPE B STABILIZATION
LBR 40

Natural Ground

TYPICAL SECTION
RAMP “C"
STA. 623+28.64 TO STA. 629+13.78

(TWO LANE RAMP)

156 FOR FILLS TO 5'
156 TO EDGE OF CLEAR ZONE & 1:4 FOR FILLS 5' TQ 10’
156 TO EDGE OF CLEAR ZONE & I:3 FOR FILLS 10" TO 20"
122 (WITH GUARDRAIL}FILLS OVER 20"

NEW CONSTRUCTION

STANDARD CLEARING AND GRUBBING SELECTIVE_CLEARING 0’
AND GRUBBING
STD.
25'-4" | 286
FRICTION COURSE |
8 Ranp 94" MIN.
M \
8 24' | 2
44 2 2 ‘ 0
S0D| N SHLOR. \_
\_ SHLDR. PAVT. 2' soD
g || PAvT- el
TURF PN . 4" TURF
SOD SLOPES STEEPER THAN 1:3 4 PROFILE GRADE TYPE A FENCE
Natural Ground

"v" THE AREA DISTURBED BY

CONSTRUCTION VARIES.

DEPTH AND WIDTH VARY
SEE CROSS SECTIONS

SOD EXCEPT FOR
PAVT. UNDER GUARDRAIL

LIMITS OF
6¢ TURF
T T
13 OR FLATTER /_CO’VS RUCTION
' 12 8 35| 4' | _Ssoo sioPEs
STEEPER THAN
1:3

OPTIONAL BASE GROUP 9 WITH
TYPE SP STRUCTURAL COURSE (TRAFFIC D)(2")(PG 76-22) AND
FRICTION COURSE FC-5 (3")(PG 76-22)

NOTE:
HEIGHT OF FILL IS THE VERTICAL DISTANCE
FROM THE EDGE OF THE OUTSIDE TRAVEL LANE
TO TOE OF FRONT SLOPE.

LEFT SHOULDER PAVEMENT

‘ TRAVEL LANE |

*GUAF\'DRAIL REQUIRED
WHEN SLOPES EXCEED
1:3 AND FILL HEIGHTS
EXCEED 6'

OPTIONAL BASE GROUP | WITH
TYPE SP STRUCTURAL COURSE (TRAFFIC D)(2")(PG 76-22) AND
FRICTION COURSE FC-5 (34")(PG 76-22)

FOR STANDARD TYPICAL SECTION NOTES RIGHT SHOULDER PAVEMENT

2" MISC. ASPHALT
PAVT. UNDER GUARDRAIL

SLOPE VARIESs 1:2 WITH GUARDRAIL
123 OR FLATTER WITHOUT GUARDRAIL

REFER TO EXHIBIT 6-I, THIS CHAPTER

OPTIONAL BASE GROUP | WITH
TYPE SP STRUCTURAL COURSE (TRAFFIC B)(2") AND
FRICTION COURSE FC-5 (34")(PG 76-22)

SHOULDER PAVEMENT & SHOULDER GUTTER DETAIL
MAINLINE AND MULTILANE RAMPS

EXHIBIT TYP-I2
Date: 1/1/09

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 6IGI5-23.003, F.A.C.

REVISIONS

DATE DESCRIPTION DATE DESCRIPTION STATE OF FLORIDA SHEET
DEPARTMENT OF TRANSPORTATION NO.
ROAD N0 COUNTY FINARCIAL PROJECT 1D RAMP TYPICAL SECTION
10 LEON 123456 -1-52-01

rd%0 12/30/2008 4:25:4] PH. M \Z M \R~Reca rdPPM 009\5-Master Update Package \VoI2\EXhiDIfs \exO



IF LANDSCAPING IS DESIRED, TREES SHALL BE
TYPES THAT WILL NOT HAVE AN EXPECTED
GROWTH GREATER THAN 4" IN DIAMETER

MEASURED 6" ABOVE THE GROUND.

TURF SLOPES 1:3 OR FLATTER

* SOD SLOPES STEEPER THAN 1:3

RM LINE
\

4-LANE

ARTERIAL

NEW CONSTRUCTION
DIVIDED

URBAN OR SUBURBAN

WITH BIKE LANES OR PAVED
SHOULDERS
DESIGN SPEED 55 MPH

/ RMW LINE

STANDARD CLEARING & GRUBBING
€ CONST.
74’ 74'
STANDARD \ STANDARD
I
23.5' n' ‘ n 23.5"
|
2" s0p ‘ 2'sop
LEVEL LEVEL
| ) Natural Ground
5 L5 4-3" 6.5 2 2 s g'-9" _|_ 8-9" 4 2' | 2 1. 65 14-3" 5 5
* S0D PAVED \ PAVED % sop
TURF SHOULDER sop SHOULDER| TURF
PROF ILE GRADE i PROFILE GRADE
POINT 4
Natural Ground |
0.02
1:2 OR TO SUIT
CONCRETE CURB & PROPERTY OWNER,

SIDEWALK GUTTER
TYPE E

1:2 OR TO SUIT

12" TYPE B STABILIZATION

12" TYPE B STABILIZATION

CONCRETE
SIDEWALK

NOT FLATTER THAN 136

CURB &
GUTTER

PROPERTY OWNER, LBR 40 LBR 40 TYPE E
NOT FLATTER THAN 136
TRAFFIC DATA
CURRENT YEAR = /999 AADT = 22800 TYPICAL SECTION
ESTIMATED OPENING YEAR = 2002 AADT = 25800 SR 00 (SARA AVE.)
ESTIMATED DESIGN YEAR = 2022 AADT = 30600
K =64 D=25% T =2% (24 HOUR) STA. 50+40.00 TO STA. 125+50.00
DESIGN HOUR T = I
DESIGN SPEED = 55 MPH
NEW CONSTRUCTION
TRAFFIC DATA IS REQUIRED TO BE
NOTED FOR CURRENT YEAR, OPENING OPTIONAL BASE GROUP 9 WITH
YEAR AND DESIGN YEAR. TYPE SP STRUCTURAL COURSE (TRAFFIC C)(3Y5")
POSTED SPEED (MPH)IS OPTIONAL. AND FRICTION COURSE FC-5 (% ") (RUBBER)
FOR STANDARD TYPICAL SECTION NOTES
REFER TO EXHIBIT 6-l, THIS CHAPTER. EXHIBIT TrP-13
Dates 171709
REVISIONS STATE OF FLORIDA SHEET
DATE DESCRIPT ION DATE DESCRIPTION
DEPARTMENT OF TRANSPORTATION HIGH SPEED URBAN OR o

ROAD NO.
10 LEON

COUNTY FINANCIAL PROJECT ID

123456-1-52-01

SUBURBAN TYPICAL SECTION

rd960Jf

12/30/2008

3244307 PM

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 6IGI5-23.003, F.A.C.
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Natural Ground

RW LINE \

4-LANE

ARTERIAL

NEW CONSTRUCTION
DIVIDED

SUBURBAN

WITH BIKE LANES OR

PAVED SHOULDERS

DESIGN SPEED 55 MPH OR LESS

/H/W LINE

STANDARD CLEARING & GRUBBING

74 74'

STANDARD ‘ STANDARD
16' 8' " ! " 8" 16'
SHOULDER ‘ SHOULDER
/"sop | _ S0D TURF -4 50D -4 TURF sop_| ! S0D
’VLEVEL [ sop sob LEVEL-‘
EAN P L S 5, . 6 5' 2" . 2" 4 8'-9" 8'-9" 4 2 2" 5 6 5|l 4 5 5 Natural Ground

CONCRETE
SIDEWALK
1:22 OR TO SUIT
PROPERTY OWNER

NOT FLATTER THAN 1:6

TRAFFIC DATA

CURRENT YEAR = 1999 AADT = 22800
ESTIMATED OPENING YEAR = 2002 AADT = 25800
ESTIMATED DESIGN YEAR = 2022 AADT = 30600
K =6X D =552 T = 2% (24 HOUR)

DESIGN HOUR T = I%
DESIGN SPEED = 55 MPH

TRAFFIC DATA IS REQUIRED TO BE
NOTED FOR CURRENT YEAR, OPENING
YEAR AND DESIGN YEAR.

POSTED SPEED (MPH) IS OPTIONAL.

FOR STANDARD TYPICAL SECTION NOTES
REFER TO EXHIBIT 6-1, THIS CHAPTER.

1s2 OR TO SUIT
PROPERTY OWNER
NOT FLATTER THAN 1:6

CONCRETE

SIDEWALK

12" TYPE B STABILIZATION 12" TYPE B STABILIZATION
LBR 40 LBR 40

TYPICAL SECTION
SR 00 (CODY ROAD)
STA. 100+40.00 TO STA. 225+50.00

TURF SLOPES 1:3 OR FLATTER
* SOD SLOPES STEEPER THAN 1:3

NEW CONSTRUCTION

OPTIONAL BASE GROUP 9 WITH
TYPE SP STRUCTURAL COURSE (TRAFFIC C)(3Y5"}

IF LANDSCAPING 1. IR TRI HA
AND FRICTION COURSE FC-5 (%")(RUBBER) LANDSCAPING 15 DSIRED, TREES SMALL BE

TYPES THAT WILL NOT HAVE AN EXPECTED
GROWTH GREATER THAN 4" IN DIAMETER
MEASURED 6" ABOVE THE GROUND.

EXHIBIT TyP-14
Dates 171709

SHOULDER PAVEMENT

OPTIONAL BASE GROUP IWITH
TYPE SP STRUCTURAL COURSE (TRAFFIC C)(l/2")
AND FRICTION COURSE FC-5 (3%")(RUBBER)

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 6IGI5-23.003, F.A.C.

REVISIONS

DATE

DESCRIPT ION DATE

DESCRIPTION STATE OF FLORIDA SHEET
DEPARTMENT OF TRANSPORTATION no.
ROAD O COURTY FIRANCIAL PROJECT 1D SUBURBAN TYPICAL SECTION
10 LEON 123456-1-52-01
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TANDAR ARING AN /N

B Surver RMW LINE
. \ /
WIDTH VARIES VARIES
> 12° MIN. 2 | FOR ROADWAYS WITH CURBS, A MINIMUM SEPARATION
Exlsting Roadway %00 st OF 4 FEET MEASURED FROM THE BACK OF CURB
LEVEL] SHOULD BE PROVIDED.
- 4, Natural Ground
PROFILE GRADE POINT
0.02 0.02 \ SLOPE VARIES:
. \fl_ — = ——— NOT STEEPER THAN I:2
| **%%  TURF OR SOD
T } 12" TYPE B STABILIZATION Natural Ground
Exlsting LBR 40
Curb & Gutter TYPICAL SECTION
SHARED USE PATH
SR 00 (WILLOW WAY)
STA. 122+00.000 TO STA. 2I0+65.000 NOTE:

THE DESIGN SPEED FOR SHARED USE PATHS IS 20 MPH.
PATH

OPTIONAL BASE GROUP IWITH
TYPE SP STRUCTURAL COURSE (TRAFFIC A)(I")

STANDARD CLEARING AND GRUBBING

B Surver \ /R/w LINE

** WIDTH VARIES VARIES

L ExIsting Roadway Existing Shoulder 2' 12' MIN. 2. (23] |
50D SoD

LEVEL|

Natural Ground
4, o —— 4"
PROFILE GRADE POINT

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 6IGI5-23.003, F.A.C.

—= 0.02 SLOPE VARIES:
E|: — T —— NOT STEEPER THAN I:2
T — T~ o'
S A
e s
—_—— Natural Ground
12" TYPE B STABILIZATION
s TYPICAL SECTION
SHARED USE PATH
** FOR ROADWAYS WITH FLUSH SHOULDERS, A MINIMUM SR 00 (DEXTON HEIGHTS)
SEPARATION OF 5 FEET MEASURED FROM THE
OUTSIDE EDGE OF SHOULDER TO THE INSIDE EDGE STA. 22+00.000 70 STA. 5/+65.000
OF THE SHARED USE PATH SHOULD BE PROVIDED. AT
EXHIBIT TYP-I5
OPTIONAL BASE GROUP IWITH Dates 1/1/09
TYPE SP STRUCTURAL COURSE (TRAFFIC A)(I")
REVISIONS
DATE DESCRIPT ION DATE DESCRIPTION DEPART;;::I;‘E;F FLORIDA TATION S/"L%E T
ROAD NO. COUNTY FINANCIAL PROJECT ID SHARED USE pA TH
10 LEON 123456-1-52-01
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*xx% |F LIMITS OF CONSTRUCTION
EXCEED RIGHT OF WAY, A
PROPERTY AGREEMENT IS REQUIRED.

6-LANE

ARTERIAL

NEW CONSTRUCT ION
DIVIDED

URBAN OR SUBURBAN

WITH BIKE LANES OR
PAVED SHOULDERS
DESIGN SPEED 50 MPH

LIMITS OF CONSTRUCTION LIMITS OF CONSTRUCTION
—— RW st\}\

/ STANDARD CLEARING & GRUBBING
/G CONST.
I

VARIES, R/W_VARIES R/W_VARIES VARIES
Foekk (80" STD.) ‘ (80" STD.) T
30 24
24' MEDIAN / CLEAR ZONE *% CLEAR ZONE
CLEAR ZONE |
g6 | g6
soD . \ sop
2' SOD LEVEL '

oy sap 2' SOD LEVEL F

| Natural
5 5 g-3 6'-6" 2 ) 12 ) 120 6'-6" 6-3" | _6'-3" 6'-6" 12 | 120 | 120 66" | 8-3" | 5| 5 Ground
MIN. 50D SHLDR. % LANE LANE LANE SHLDR. % I SHLDR. * LANE LANE LANE SHLDR. * SoD MIN.
|
PROFILE GRADE 4" ! EN PROFILE GRADE
Natural
Ground
TYPE E
CURB & GUTTER CURB & GUTTER

1:2 OR TO SUIT PROPERTY OWNER,
NOT FLATTER THAN 136

122 OR TO SUIT PROPERTY OWNER,
NOT FLATTER THAN 16
TYPE B STABILIZATION
LBR 40

TYPE B STABILIZATION
LBR 40

TYPICAL SECTION
SR 00 (SOUTH INDEPENDENCE STREET)
STA. 40/+30.00 TO STA. 788+66.00

TRAFFIC DATA

CURRENT YEAR = 1998 AADT = 22800
ESTIMATED OPENING YEAR = 2000 AADT = 25800
ESTIMATED DESIGN YEAR = 2020 AADT = 30600
K =6% D =55 T = 2% (24 HOUR)

DESIGN HOUR T = I%

* PROVIDES FOR 8' OF USABLE SHOULDER

DESIGN SPEED = 50 MPH

** THE 30' MEDIAN AREA PROVIDES SUFFICIENT WIDTH FOR:
- 24' CLEAR ZONE

- DUAL LEFT TURN LANES (Il' lanes, 4' separator In median shoulder)
- DIRECTIONAL MEDIAN OPENING (4' separators In medlan shoulder)

*¥* TURF OR SOD

EXHIBIT TYP-16
Date: 1/1/09

NEW _CONSTRUCTION

OPTIONAL BASE GROUP 9 WITH
TYPE SP STRUCTURAL COURSE (TRAFFIC C)(3Y5")
AND FRICTION COURSE FC-5 (%")(RUBBER)

TRAFFIC DATA IS REQUIRED TO BE
NOTED FOR CURRENT YEAR, OPENING
YEAR AND DESIGN YEAR.

FOR STANDARD TYPICAL SECTION NOTES
REFER TO EXHIBIT 6-l, THIS CHAPTER.

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 6IGI5-23.003, F.A.C.

REVISIONS

DESCRIPTION DATE STATE OF FLORIDA SHEET

DEPARTMENT OF TRANSPORTATION NO.
ROAD NO. COUNTY FINANCIAL PROJECT 1D TYPICAL SECTION
10 LEON 123456-1-52-01

DATE DESCRIPT ION
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